A mikro floppy tortenete a BRG-ben

Jelentdsége
Floppy torténet
A BRG szabadalmi pozicidja
Tervezes, gyartas
Piaci helyzet
A befejezeés
Utoélete



Floppy torténet

1969 Normal, 8 inches, IBM

1976 Minifloppy, Alan Shugart, 5,25 inches
1980-1982 Kulonfele gyartok, 3-3,5-4 inches
1990 SONY szabvany

2010 SONY befejezi

1974 BRG szabadalmi bejelentés, 3 inches
1976-1977 Floppy el6kisérletek

1979 BRG 2. bejelentés

1980 BRG 3. bejelentés

1982 BRG a piacon jelentkezik

1984 BRG befejezi



A z 1974-es szabadalom cimlapja
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Az Orszdgos Taldlmdnyi Hivatal az okirathoz fizStt leirds alapjén
170 790

lajstromszdron szabadalmat adott,

A szabadalmi bejelentés nepja és az oltalmi id8 kezdete:
1974.11.,30

Feltaldlé: Szabadalmas:
JANOSI Marcell, gépészmérnvk, Budapesti Rédidtechnikai
Budapest Gydr, Budapest

A szsbadalom cime:

Kazettds forgdhajlékony lemezes tdrold rendszer

Budapest, 1980,02,25 napjdn .
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Spiral tarcsa metszet
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MCD-1 mikro floppy, kazettaval




Ajté nélkili MCD




Az elektronika
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A lendkerék oldal




Kazetta szétbontva




A Metrimpex adatlapja

HUNGARY

METRIMPEX B |

MCD-1
MICRO CASSETTE for DISK
MICRO CASSETTE DRIVE

Single Side, Double Density

Features New Capabilities
— Storage capacity of 200 Kbyte (single side, 100 tpi, — Simple ejection protecting during disk operation
MFM encoding) — Write protection against power failure
— Rigid disk cassette for greater medium protection — Fully closed cassette — automatic opening of the
ol — One touch disk load/unload read/write and centering hole by cassette load
— Fail safe disk insertion — Cassette contains the pad
— Low power consumption — The drive can be built into 100x160 mm Eurocard

— Compatibility to conventional FDC PCB racks




WEST GERMANY 1765940 TEL: 07452.65060
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MICROFLOPPY
DISK DRIVE

for Personal Computers

The MCD-1 incorporates a high
performance 3 inch microfloppy
disk drive random access mass
storage unit. It is based on a single
sided rigid plastic media. Up to
150 Kbytes / formatted / capacity
is possible per disk drive. Other
features are the low power
consumption and a

71 ms average random access
time.

The technical specification
includes

100 t.p.i. The long life-time saves
cost.

The design of MCD-1 is simple,
strong

and compatible with standard
minifloppy controllers. Endusers
successfully connected with
Commodore VC 20;

Sharp MZ 80, Sinclair ZX-81, etc.

VIDEOTON
Corporation

H-1068 Budapest - P.0. Box 557.
Phone: 210-520 - Telex: 22 47 63
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Ine EFHO 140 LSI
test system is in-
tended for production
testing and incoming
inspection of com-
lex semiconductors,
including LSI logic
devices and non vola-
tile memories. Fully compatible with the Q-8000
test system, the fast, reliable, and compact unit
can be easily operated and maintained. It can
operate stand-alone, or it can be interfaced to a
host computer, or to any popular prober or
handler. Also offered is a veriety of standard and
custom interfaces, fixtures, functional data
modules, and test programs, for specific IC
testing applications. EPRO Corp, 2342 Harris
Way, San Jose, CA 95131, USA, & (408)
2623912.
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FIBRE OPTIC TESTER
makes measurements easy

Designed for ical and fast

on set up, malmenance and routine oparatlons
on fibre optic systems in tel
munications and for signal transmissions, the
unit includes the OTS test unit and the optical
receiver unit OTE. They provide measurements
of the levels and attenuation of optical signals.
An additional optical system, the OPM, en-
hances the accuracy A fault location unit is also

nik, Halns(r 17/19 701 Leipzig, GDR.
© EPN 2443 © &Iy "ar pee s iminnics

UNIVERSAL FSK MODEM
complete in 28-pin package
Fabricated using
HMOS technology,
the EF 7910 single-
chip  asynchronous
FSK voiceband mod-
em is pin selectable
‘ for baud rates of 300,
600 or 1200 bit/s and
is companhle with the applicable Bell and
CCITT recommended standards for
103/113/108, 202, V.21 and V.23 type modems.
Five mode control lines select a desired modem
configuration. Clocking can be generated by
attaching a crystal to drive the internal crystal
oscillator or by applying an external clock sig-
nal. No external filtering is required, and all
digital signal processing, digital filters and
DC/DAC are included on-chip. RS-232/CCITT
V.24 handshake signals, auto-answer capability,
local copy/test modes, and 1200bit/s full duplex
operation on 4-wire line are other features. All
the digital input and output signals are TTL
compatible. Power supply requlrernen!s are
+5V. Thomson Semiconductors, 45 de
IEumpe, 78140 Vélizy, France, % (3) 9469719

[fx] 204780.
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MCD-1 a ZX Spectrummal




MCD a MUszaki Muzeumban

vy R

s

0

s Rt LA W

MCD-1
MICRO CASSETTE for DISK
MICRQ CASSETTE DRIVE




MCD a MUszaki Muzeumban




Jack Tramiel




Kovacs Gyozovel eés Kepes Gaborral a
Muzeumban




ovO multja kiallitas, Szegeden

Exagiat tar a sidiokl
Neumann heegressrssin
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Jinesi Marce az MCD 1 Rogopval

ANOSI MARCELL (193

Hivatalos titulusa szerint

a Budapesti Radiotechnikal
Gydr (BRG) magnétechnikai
fokonstruktdre volt. Szamos,
a maga koraban nagyon
népszerd orsds és kazettas
magnetofon konstrukcidja
fiiz0dik a nevéhez. A gyar,
svéd kooj dban, a Luxor
céggel kozosen gyartotta az
Mtﬂoszamltbgenet ami-
hez Jinosi-magn:

hasznéltak kulsé L’imlbkénl

A kazettds magnetofonok
nyoman a elsoként
tervezte

eg a kazettds

az MCD-1
floppyt. Ezt 1974-ben sza-
badalmaztattak: hasonlo
kapacitas(, de tized akkora
méretd volt, mint az addig
ismert amerikai 8 inches
tarolo.

A gyér vezetésének nem
tetszett Jénosi taldiménya,
ezért megakadalyoztak

a targyalast a Budapestre
érkez0 nagy mikroszamito-
0ép gydrak vezetdivel.

A gyar a szabadalom meg-
hosszabbitasanak dijat sem
fizette be, igy a készulek
szabadon — minden dijazs
nélkiil - gyarthatova valt.

011

He was a real, creating
mechanical 2

According to his official title
he was the chief engineer of
the magnetophon-construc-
tion of Budapest Radio-tech-
nical Factory. He was bshmd
the creation of a number of
constructions of the very
popular reel tape and cas-
sette recorders. The factory,
cooperating with a Swedish
factory called Luxor, manu-
factured ABC 80 computer
with which Janosi-magneto-
fons were used as external
storages.

Based on the cassette

MCD-1 floppy. It

patented in 1574 with a size

of one tenth, it has similar

mpaclw as the previous,
American 8 inch storage had.

The management of the
Factory did not appreciate
the invention of Janosi,
therefore they did encumber
the negotiations with the
leaders of big factories of
micro computer ariving

to Budapest.

The Factory didn't even pay
the fee for the extension

of the patent making it pos-
sible for anyone to manufac-
ture the machine without
paying any royalty.



Jovd multja kiallitas Szegeden

A wlag elso kazettas floppyja




A jovo multja kiallitas Szegeden

GraphiPlot GP-01M

1988
Gyhrto; FOK-GYEM Szovetkezet

PLOTTER

Maximdlisan AL-es formatumi rajeok készitésére ssoigiid, sikroprocesszoes
verdilésd rajzgep, egyik alap funkcioja a minden funkcidea kiterjeds Sntessles
Torvezd; Janosi Marcell és munkatarsai

Gyhrths: 1987-t0)

LEGO micromotor

1992
GyArto: Lego Micro Motor Kft.

MIKRO MOTOR

LEGO cég phlydzatinak alapjén a BRG Fejlesztési Intézet Rt fejiesstette ki 1983
65 1090 k6z01t, 1992-ben & LEGO ceg létrehoxta a Fejlesztési Intecet mumiatiesai
gy részébol Budapesten a Lego Micro Motor (LNIN) Kft-t 2 gyirtas érdekeben.
Torvezett gydrtasi kapacitas: 600000 db micromoton/ée

A motor jellemzol: LEGO kompatibiis kivitell, egyendrac, jo hatasiolk
kefésmotor, nagy, 350:1 (1) attételi hajtominel

Gydrtott darabsz 25

Tovdbbi, ezt 2 technologiat alkalmazs motorok kifeilesttisre &5 gyartisra
ker(ltek az LMM Kft-ben.




A Jov6 multja kiallitas Szegeden

LK-4; SLK-4; Konverter

1971
Gyarto: BRG

ADATGYUJTO RENDSZER

Frekvencia keverékes jelrogzités audio kazettan a Iyukszalagos és lyukkartyas
adat- feldolgozas kivaltasara.

Az 1960 és 1970-es évek lyukszalagos és lyukkartyas rogzitési modjanak korszenibb,
magnes szalagra torténd feliras megvalositasara késziilt rendszer. Egyedi, szabadal-
maztatott rogzitési elv: frekvencia keverékes informacio-rogzités. Ez lehetove tette,
hogy hazai, BRG tervezésii és gyartasi mechanika, elektronika és kazetta tegye ki

a konstrukcio jelentds részét, minimalis . tokés import” alkatrészek alkalmazasaval.

AZ ADAT UTJA: primer adat, papiron (pl szamla) - begépelés, rogzités alfanumeri-
kus billentyGzettel at SLK-4 kazettajara - ellenorz begépelés - a kazetta beolvasasa
LK-4 segitségével a Konverter széles szalagjara - a széles szalag beolvasasa

3 Konverterrdl a szamitogépbe - szamitogépes adatfeldolgozas

A rendszer az akkori KGST-Egységes Szamitogép Rendszer (ESZR)-ben
approbalasra és elfogadasra keriilt

Fejlesztd és gyarto: Budapesti Radiotechnikai Gyar

Forgalmazasi idoszak: 1970-1980

1960
Gyarté; BRG Elektromechanikal RT Kecskemét
Fe)leszto; BRG F tésl Intézet

TELEFON UZENETROGZITO KESZOLEK

1900:ben korszerinek szamité, mikroprocesszor vezérlésa, egykazettas telefon
zenetrégzito készilek, A kimena (izenetet nem a kazetta vagy egy kilbn kazetta
tartalmazza, hanem az félvezetds memarldban van

avkezelo)ével a vilag barmely alkalmas telefonjard! kezelhetd: (izenet visszahallgatds,
16rlés, kimend Uzenet modositas, stb
A héseOlek nag gatll gyartasra nem kerlit




Bohus tanar ur eldéad




